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ABSTRACT 

This report considers some issues involved in using high data rate differential 
minimum shift keyed (DMSK) modulation to augment an existing satellite com- 
munication system employing differential phase shift keyed (DPSK) modulation. 
DMSK is preferred over DPSK for its greater spectral efficiency and robustness in 
nonlinear channels. 

Two DMSK structures are discussed, the one- and two-bit demodulators, the 
second of which demodulates two interleaved differential data sequences. Analytic 
expressions are derived giving the bit error rate performance of both types of de- 
modulator, with either matched or Gaussian filters. It is shown that the two-bit 
demodulator with a Gaussian filter provides the best performance in additive white 
Gaussian noise. 

The use of a DMSK demodulator to receive DPSK signals is examined. This is 
of interest in order to reduce the number of demodulators required, while supporting 
augmented and original service. It is shown that the two-bit DMSK demodulator 
can be used to receive DPSK signals, but the one-bit demodulator cannot. Perfor- 
mance with filters that provide optimized DMSK demodulation and filters modified 
for DPSK signals are discussed. For a very small loss in DMSK performance, per- 
formance with DPSK signals can be brought to within 2 dB of the ideal DPSK 
demodulator. 
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1.   INTRODUCTION 

Differential minimum shift keyed (DMSK) signals and demodulators compare favorably with 
the more commonly used differential phase shift keyed (DPSK) signals for high data rate satellite 
communications [1,2,3]. DMSK signal spectra fall off more rapidly, allowing closer channel packing. 
Because DMSK signals have a constant envelope without requiring instantaneous carrier phase 
shifts, they suffer less distortion in nonlinear channels. Also, filtered DMSK does not suffer from 
sidelobe regrowth in nonlinear amplifiers. These advantages are obtained without greatly increasing 
complexity of on-board processing equipment. On the other hand, DPSK requires less power to 
achieve a specified bit error rate (BER) and has been used in existing systems. 

As required data rates increase, DMSK becomes more attractive to communications satellite 
designers for its greater spectral efficiency. Increasing demand for high data rate services and re- 
sulting demands on the available spectrum continually increase the importance of using bandwidth- 
efficient modulation. This is true even for satellite channels, where design is usually driven by power 
constraints and where relatively abundant bandwidth has allowed spectral efficiency to be sacrificed 
for greater power efficiency. The appeal of DMSK is that it offers required spectral efficiency at a 
relatively low cost in power, and unlike many spectrally efficient modulation methods, DMSK is 
actually less sensitive to nonlinear channels than DPSK. 

When implementing new satellite communications services to augment an existing system of 
satellites and ground terminals, it is highly desirable to remain backward compatible with exist- 
ing services, so that current users may continue to function without replacing presently deployed 
equipment. The desire for backward compatibility and the relative simplicity of DPSK demodula- 
tors discourage the use of more bandwidth-efficient modulation schemes when augmenting existing 
services. The most direct approach to maintaining compatibility is to provide separate demodula- 
tors on board satellites for existing and new users. This increases satellite complexity and reduces 
channel assignment flexibility, thereby increasing weight and reducing channel utilization, as well 
as reducing satellite reliability. 

In this report, a second option is examined for maintaining current services and providing new 
high data rate channels using bandwidth efficient modulation: the use of DMSK demodulators to 
receive DPSK signals. The goal is to provide relatively simple DMSK demodulators that can also 
support low rate DPSK users at a quality comparable to existing DPSK service. The use of DMSK 
demodulators to receive DPSK signals will be referred to as "DPSK cross support." 

It will be shown that a correctly designed DMSK demodulator is capable of receiving DPSK 
signals operating at one-half the DMSK channel bit rate for which the demodulator was designed. 
Since multiple channel rate systems often use factor-of-two increments between supported channel 
rates, and the advantages of DMSK are more significant at higher channel bit rates, this data rate 
relation is convenient. If the demodulator design used requires a bank of analog detection filters 
to accommodate different channel data rates, this arrangement may actually reduce the number of 
required filters compared to an all-DPSK system. Actual savings in weight and complexity depend 



on the ranges of channel data rates supported by existing and new modulation methods; however, 
if there is much overlap this savings can be considerable. 

Using DPSK cross support will reduce the power efficiency of DPSK channels. It is shown here 
that DPSK cross support via DMSK demodulators incurs a signal-to-noise ratio (SNR) penalty of 
2 to 4 dB relative to DPSK demodulators, depending on required channel BER and demodulator 
design. For a small penalty in DMSK performance («0.1 dB), the cross support penalty can be 
reduced to 1.5 to 2 dB on the BER range 0.05 to 10~5. 

Section 2 contains an analysis of issues in DMSK demodulator design that are related to 
DMSK and DPSK cross support performance. DMSK signals are defined, and one- and two-bit 
differential coding is introduced. One-bit signals code information as the change in phase from 
one channel symbol to the next, while two-bit signals code information as the relative phase of two 
symbols on the same carrier component (in-phase or quadrature) which are separated in time by an 
intervening symbol on the opposing carrier component. Because DMSK demodulators suffer from 
relatively severe intersymbol interference (ISI), the choice of one- or two-bit demodulators has an 
impact on demodulator performance. Analytical expressions are introduced that give demodulator 
BER performance in terms of Marcum's generalized Q-function, assuming that detection filters 
are either matched to the MSK symbol, or are narrowband Gaussian filters with bandwidth to be 
specified by the designer. Using these expressions, it is seen that Gaussian filters provide superior 
performance for DMSK reception (up to several decibels), and that the most efficient system uses 
two-bit differential coding and Gaussian detection filters with normalized bandwidth (BT) ranging 
from 0.7 to 1.2 as the required BER ranges from 0.1 to 10-5. 

Section 3 shows that DPSK cross support can be provided by demodulators for two-bit DMSK 
signals, taking every other output bit as the demodulated bit sequence. Because the DPSK signal 
is coded entirely on the in-phase carrier component, one-bit DMSK demodulators are not suitable 
for receiving DPSK signals. A closed form expression is presented that gives cross support BER 
results in terms of Marcum's Q-function, and the issue of filter selection is reexamined with DPSK 
cross support in mind. Using the Gaussian filter, with bandwidth optimized for DMSK reception, 
results in 2 to 4 dB of DPSK performance degradation on the BER range 0.01 to 10-5, relative to 
a DPSK demodulator. Optimizing the Gaussian filter bandwidth for DPSK cross support results 
in BT «0.5 for all BERs. DPSK cross support performance with this filter is degraded by 0.6 to 
0.9 dB, but DMSK performance is degraded by 4 dB. Choosing an intermediate value for BT to 
minimize total power, assuming a 50% duty cycle for each signal type, results in DPSK degradation 
of 1.5 to 2 dB relative to a DPSK demodulator, and DMSK degradation of «0.1 dB. 

The Appendix contains supporting material for BER expressions used in Sections 2 and 3. 



2.   DMSK DEMODULATORS 

2.1     MSK Signals 

An MSK signal can be modeled as an offset QPSK signal with overlapping half-cosine pulses. 
In complex notation the signal is 

e(t) = Re{(uM(t) + z(t))e^i+e)} (2.1) 

where: 

u\f(t) is the equivalent baseband MSK signal; 

z(t) is a complex, zero-mean Gaussian noise process; 

u>c is the carrier or IF center frequency; 

6 is an unknown phase constant. 

The MSK equivalent baseband signal, with data rate \/T bits per second, is given by 

uM{t) = V2P \-  A  — (*(t~kT)\      . ~      _ fir(t - kT)\ 
£  dfccosf —— \-j £4cos    —— ) 

keven V *X ' k odd \ £1 / 
(2.2) 

where: 

P is signal power; 

dk are channel bits, with value ±1; 

cbs(7rr/2T) is the baseband MSK pulse, with duration 2T [1]: 

 ,  . f cos(z)    -7r/2 < x < n/2 
cos(x)  = V   ; '    ~     ~    ' (2.3) 

0 elsewhere. 

Alternate pulses are modulated onto the in-phase and quadrature carrier channels and overlap 
in time. With coherent demodulation it is possible to separate the two carrier channels in the 
demodulator, but using differential demodulators overlapping pulses will cause significant ISI in 
the decision variable. 

For an additive white Gaussian noise (AWGN) channel with noise power spectrum density 
(PSD) Aro/2, z(t) has autocorrelation function 

lE{z'{t)z(t-T)}=N06{T). (2.4) 

Demodulator structures for differential detection of MSK signals are discussed below. 



2.2     DMSK Demodulator Structures 

Two DMSK demodulator structures, the one- and two-bit demodulators [4 and references 
therein] are considered here. "One- and two-bit" refers to the length of delay used (in channel bit 
periods) on the delayed signal path in a delay and multiply differential demodulator. 

Figure 2-1 illustrates the one-bit demodulator, for which consecutive bits are differentially 
encoded. This DMSK demodulator appears most often in the literature. Figure 2-l(a) is an IF 
implementation, and Figure 2-1(b) is a baseband version of the same demodulator (double lines 
identify complex signals). In the IF version of the one-bit demodulator, the signal is bandpass 
filtered, then multiplied by a delayed, phase-shifted version of itself. The delayed signal lags 
behind the current signal by T sec. Phase shifting is shown in two steps: the delayed signal is 
first multiplied by j, then complex-conjugated. This procedure translates the signal to baseband 
and removes unknown phase, except for a factor of e^cT. The product is multiplied by e~-,WcT 

to remove the undesired phase term, which will be ignored in the remainder of this report. The 
real part of the baseband multiplier output is hard-limited to provide an estimate of dkdk-i- A 
factor of j is required in the delay branch because dk and dk-\ are modulated in quadrature. The 
characteristic of the lowpass filter shown in the baseband demodulator is the equivalent baseband 
version of the bandpass filter used in the IF demodulator. 

It has been observed several times [2,4,5] that DMSK demodulator performance may improve if 
differentially encoded symbols are separated by more than T sec. Such a signal can be constructed 
by interleaving n independent differentially encoded data sequences prior to modulation. Using 
these data sequences increases the required number of phase reference bits per frame from 1 to n. 
A minimum of 1 nT-sec delay is required in the demodulator to decode the channel bit sequence. 
Overall, there is little cost in complexity for using this differential code, and overhead costs are 
low if n is small relative to the frame size. Improved performance comes about from reduced noise 
correlation between samples and from changing the correlation between desired and ISI components 
of filtered signals entering the multiplier. For n = 2, one differentially encoded data sequence is 
modulated onto the in-phase carrier component, and a second is modulated onto the quadrature 
carrier component. It is shown in [5] that longer delays produce little additional improvement in 
demodulator performance, and only the n = 2 case will be considered here. The n = 2 receiver is 
called the two-bit demodulator. 

Structures for the two-bit demodulator are shown in Figures 2-2(a) and 2-2(b) for IF and base- 
band implementation, respectively. This DMSK demodulator differs from the one-bit demodulator 
in that delayed versions of the filtered signal are delayed for 2T sec and are conjugated, but not 
multiplied by j. The demodulator output sequence estimates values of d^dk-2- The two-bit de- 
modulator decision variable has an asymmetric constellation and, consequently, optimal detection 
requires comparing the real part of the multiplier output with a nonzero threshold. However, if the 
transmitted MSK signal is not subjected to narrowband filtering (B < 1/2T) in the transmitter or 
channel, then performance degradation is negligible for the Gaussian-filtered demodulator [3,4]. In 
order to avoid using fine automatic gain controls (AGCs) in the receiver, zero thresholds will be 
used in two-bit demodulators. 
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Figure 2-1.    One-bit DMSK demodulator structures. 

Complexity of the two demodulators is nearly identical, using the structures shown. The band- 
pass or lowpass detection filters must satisfy the same requirements for either demodulator. The 
two-bit demodulator does require one more delay element than the one-bit. Two-bit performance 
could be improved somewhat by adding a fine AGC and nonzero detection threshold, but that 
configuration will not be considered in this report. 

Matched and Gaussian filters will be considered next for the demodulator bandpass or lowpass 
detection filters shown in Figures 2-1 and 2-2. 

2.3     Matched Filters 

One possible choice for detection filters in DMSK receivers is filters matched to the DMSK 
signal pulse.   This is the optimal filter for coherent MSK demodulation, and matched filters are 
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Figure 2-2.    Two-bit DMSK demodulator structures. 

known to provide good performance in DPSK receivers. 

The matched filter for MSK signals has equivalent baseband impulse response 

hM{t) = cos f—J . (2.5) 

This filter impulse response is unrealizable, but it has finite duration and can be realized as defined 
with the addition of a T-sec delay. Using h,M{t) as defined, the equivalent baseband matched-filtered 
symbol pulse is given by 

SM(t) = y_^„i|_joo^-_j*-. (2.6) 

and the filtered baseband equivalent signal is 



vM(t) = V2P J2  dk Suit - kT) - j J2 4 SM{t - kT) 
. k even k odd 

+ n\t{t) (2.7) 

where n\t(t) is the equivalent baseband matched-filtered noise process. 

S\f(t) can be written as the integral of a product of cosines, with the limits of integration 
appropriately modified to reflect the finite extent of cos(nt/2T). The limits of integration depend 
on whether t is greater or less than zero. Both cases combine to give the final form of 5A/(f) as 

SM (t) 
Tcos(^) (l- ^) + £sin(§!)    -2T<t<2T 

0 elsewhere. 
(2.8) 

SM(t)/T is plotted in Figure 2-3. Some important values of the matched-filtered symbol pulse are 

5A/(0)    =   T 

SM(±T)   =   T/TT 

SM(±nT)    =   0    n = 2, 3, 4,... 

The last relation indicates that each pulse will experience ISI only from the immediately preceding 
and following pulses. 

1 o 

08 

Hi 
Q 
D 
t   06 

8°< 

02 

i—I—r 

Figure 2-3.    MSK matched-filtered symbol pulse. 

The equivalent baseband matched-filtered noise process is 

n\i{t) =  I     z(t-T)cos I — jdr. (2-9) 



The filtered noise autocorrelation function is found using Equation (2.4) to be 

'7T(T — U) 
RM(T) = -E{n'M(t - T)nM(t)} = N0 J_   cos ( 

7TU 
COS du (2.10) 

(2.11] 

,2T7       V     IT 

which is 

RM(T) = N0SM(T). 

Note that noise samples are uncorrelated if they are taken IT or more seconds apart 

2.4    Gaussian Filters 

Another possible choice for DMSK detection filters is the Gaussian filter. This has a perfectly 
linear phase response and is frequently used both for analyzing and constructing DMSK receivers. 
Numerous examples can be found in the bibliographies of [3,4,6]. 

A bandpass Gaussian filter has equivalent baseband impulse and frequency responses 

MO = ^£e-<fc^2 
V7T 

(2.12) 

and 

HG{ui) = e-
(^^B)\ (2.13) 

respectively. B is the bandpass filter half-power bandwidth (B is twice the lowpass filter half-power 
bandwidth) and fci = 7r/v/21og(2) w 2.6682. 

Using the Gaussian filter, the equivalent baseband symbol pulse is 

*»-££-(=%*)'**'* 
and the equivalent baseband filtered signal is 

vG(t) = V2P £ 4 SG(t - kT) -j£rf» SG(t - kT) 
. k even kodd. 

+ nG{t). 

(2.14) 

(2.15) 

The integral for SG(t) is evaluated by substituting a pair of complex exponentials for cos(7rt/2T') 
in the region where it is nonzero, then completing the square in the exponents. The resulting integral 
can be expressed in terms of erfc(-), the complementary Gaussian error function, as 

I    ,    ^ 
SG(t)    =    e~ (^^{^/-[erfc(fclBT(l + i)+;^) 

-erfc(-M*r(i4)+;^)]}. (2.16) 

8 



Numerical approximations exist that can be used to find the value of erfc(-) with a complex argu- 
ment [7]. Figure 2-4 shows the shape of S(t) for several values of BT. It is apparent in Figure 2-4 
that for BT > 0.6, each data pulse will receive significant ISI only from the immediately preceding 
and following pulses. The filtered baseband noise process, nc(t), is 
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Figure 2-4.    MSK Gaussian-filtered symbol pulse. 

(*) = ££ r z(t-T)e-(Wdr. 
\/TT   J-oo 

(2.17) 

Using Equation (2.4), the autocorrelation function of this integral can be evaluated as 

Rc(r) = l-E{nG(t - T)nc(t)) = h^^Br?* (2.18) 

Noise autocorrelation falls off exponentially with the time separation between noise samples and 
can be considered negligible for \r\ > 2T if BT > 0.6. 

2.5     One-Bit Demodulator Performance 

In order to determine the performance of the one-bit DMSK demodulator, consider the value of 
the equivalent baseband signal at time t = kT, for even k. Because the equivalent baseband-filtered 



symbol pulse is very small for \t\ > 2T (zero for the matched filter), it can be assumed that only 
three data symbols affect the signal value: 

v(kT) = V2P [45(0) - j(4-i + dk+1)S(T)} + n(kT). (2.19) 

This signal is multiplied by a conjugated version of the signal value at time t = (k - l)T: 

jv((k - 1)D = V2P [dk-iS(0) + j(4-2 + dk)S(T)\ + jn((k - 1)D (2.20) 

where the factor j in the delay branch has been absorbed into the signal sample. The resulting 
decision variable is 

v(kT)[jv((k - 1)T)]* = 2P {s2(0)44-i 

-S2(T)(4-i +4+0(4-2+ 4) 

-jS(0)S(T)[4-i(4-i + 4+0 + 4(4-2 + 4)]} 

+ noise. (2.21) 

The desired value of this variable is 2P44-iS'2(0); other deterministic terms represent ISI. The 
decision variable constellation is shown in Figure 2-5, where each point represents the decision 
variable with a different ISI pattern. Points in the positive real half-plane represent the event that 
4 = 4-ii and points on the negative real half-plane represent the event dk ^ 4-i- Probabilities 
are assigned to the constellation points assuming that bit values are independent, and take the 
values ±1 with equal probability. Table 2-1 lists the probability for each constellation point. 
Proceeding as above for odd k results in the same constellation and probabilities. 

TABLE 2-1. 

One-Bit DMSK Demodulator Constellation Probabilities 

Correct Constellation 
Decision Point Data Values Probability 

4 = 4-i: 1 4-2 + 4 = 4-i + 4+i = 0 1/8 
2 dk-2 + 4 = 4-i + 4+i = ±2 1/8 
3 4-2 + 4 = 0, dfc-i -i- 4+i = ±2 1/8 
3 4-2 + 4 = ±2, dk-i + 4+i = 0 1/8 

4 / 4-i: 4 4-2 + 4 = 4-i + 4+i = o 1/8 
5 4-2 + 4 = -(4-i + 4+i) = ±2 1/8 
6 4-2 + 4=0, <ffc-i + dfc+i = ±2 1/8 
6 djt-2 + 4 = ±2, dk-\ + 4+i = 0 1/8 

The demodulator estimates 44-1 by the sign of the real part of v(kT)[jv((k - 1)T)]*. The 
probability of error for a particular ISI pattern can be found using the methods of Stein [8,9] for 

10 
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Figure 2-5.    One-bit DMSK demodulator constellation. 

binary DPSK detection. These conditional error probabilities are then averaged over ISI to produce 

the demodulator BER. Because the constellation is symmetric about the imaginary axis, only the 
case dk = <4-i must be considered. This procedure is carried out in the Appendix. 

For the matched-filtered one-bit DMSK demodulator the probability of error is 

1      3 
P'    "    2 + 8 

- h 
•tfg^FS)-/ 
tH^M^H1"^ 

+   8Q 

-    -Q 

IEB   (. _ 1 - 4/TT
2 

N0
C\      ' y/~C 

'Eg     (,  ^   1-4/7T2- 

^(-^rw^o-^r » 
(2.22) 

where c = ir2/(ir2 - 1), and Q(-, •) is Marcum's Q-function. (Figure 2-6 graphs this expression.) 

From the Appendix, BER for the Gaussian-filtered one-bit demodulator is 

Pe      = 
1 1 

11 
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Figure 2-6.    Matched-filtered one-bit DMSK demodulator performance. 

+ \[Q(yfo,y/h)-Q(>/h,yfe) (2.23) 

where the coefficients for this expression are given by Equations (A.30), (A.33), and (A.38) of the 
Appendix. 

Performance of the Gaussian-filtered demodulator is a function of filter bandwidth; BT appears 
explicitly in the definitions of Oj and 6j for i = 1,2,3, and through values of Sc(t) appearing in 
those expressions. The optimal value of BT varies with desired BER. Figure 2-7 plots Equation 
(2.23) for several values of BT. The bottom curve was made by varying BT to minimize the BER 
at each value of EB/NQ. Table 2-2 lists some points from the optimized curve in Figure 2-7. 

TABLE 2-2. 

Gaussian-Filtered One-Bit DMSK Demodulator Optimal BT 

BER Optimal BT Required EB/N0 (dB) 

IO-1 0.67 3.02 

io-2 0.85 7.74 

io-3 1.00 10.37 

10-4 1.09 12.15 
IO"5 1.14 13.48 
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Figure 2-7.    Gaussian-filtered one-bit DMSK demodulator performance. 

An actual demodulator will operate with fixed BT, which will be suboptimal at most operating 
points. For desired BER in the range 0.08 to 0.006, performance with BT = 0.8 is very close to 
optimal. 

2.6     Two-Bit Demodulator Performance 

Assuming as before that S(t) % 0 for \t\ > 2T, the value of v(kT), the equivalent baseband 
signal at time t = kT for even fc, is given by Equation (2.19). The delayed signal is now 

v((k - 2)T) = V2P \dk-2S(0) - j(dfc_3 + 4-i)5(T)] + n((k - 2)T) (2.24) 

and the resulting decision variable is 

v(kT)v*((k - 2)T) - 2P {dkdk_2S
2(0) 

+ 52(T)(4-i + 4+i)(4-3 + 4-i) 

+ jS(0)5(T)[4(4-i + 4-3) - 4-2(4+i + d*-i)]} 

+ noise. (2.25) 

The desired value of this variable is 2P44-2-52(0), and other deterministic terms in the decision 
variable represent ISI. The decision variable constellation is shown in Figure 2-8. Each point of the 
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constellation represents a different ISI pattern. For convenience, some points that are reflections of 
each other across the real axis, which by symmetry will have the same conditional error rate, have 
been lumped together. Points in the positive real half-plane represent the event that dk = dk-2, an<i 
points on the negative real half-plane represent the event dk j* dk-2- Probabilities are assigned to 
the constellation points assuming that bit values are independent and take the values ±1 with equal 
probability. The probability of each constellation point occurring is listed in Table 2-3. Proceeding 
as above for odd k results in the same constellation and probability distribution. 

-S2(0) + 4S2(T) + j4S(0)S(T) 

© 

-S2(0) + jS(0)S(T) 

© 

-S2(0) 

-S2(0)- j2S(0)S(T) 

© 

-S2(0) + 4S2(T)- J4S(0)S(T) 

© 

IMAGINARY AXIS 

S^(0) + J2S(0)S(T) 

© 

S2(0)             S2(0) +4S2(T) 

—© ®— 
REAL AXIS 

S2(0)- j2S(0)S(T) 

© 

Figure 2-8.    Two-bit DMSK demodulator constellation. 

The demodulator estimates dkdk-2 by the sign of the real part of v(kT)v*((k — 2)T). The BER 
can be found as it was for the one-bit demodulator, finding the conditional error probability for 
each possible ISI pattern, then averaging over ISI. As the constellation is not symmetric about the 
imaginary axis, BER must be found for dk — dk-2 and for dk ^ dk-2, and the two results averaged. 
Conditional error probabilities are found in the Appendix. 

For the matched-filter two-bit DMSK demodulator, the probability of error is 

Pe -hi 5 + e' -Ea/Nt °(2 + e -ABBI^NO 

)] 

+ Hm-m^)) 
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TABLE 2-3. 

Two-Bit DMSK Demodulator Constellation Probabilities 

Correct Constellation 

Decision Point Data Values Probability 

dk = dk-2- 1 dk-3 + dk-i = dk-i + dk+i = 0 1/8 

2 dk-3 + dk-i = dk-i + dk+i = ±2 1/8 

3 dk-3 + dk-\ = 0, dk-i + d/t+i = ±2 1/8 

3 dk-3 + dfc-i = ±2, dk-i + <4+i = 0 1/8 

dk i1 dk-2- 4 dk-3 + dk-i = dk-i + dk+i = 0 1/8 

5 dk-3 + dk-i = dk-i + dk+i = ±2 1/8 

6 dk-3 + dk-i = 0, dk-i + dk~\ = ±2 1/8 

6 dk-3 + dk-i = ±2. dk-i + dk+i = 0 1/8 

1 
+    16 

Q(v^^'V^2 QU%21W0^ 
This expression is graphed in Figure 2-9. 
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Figure 2-9.    Matched-filtered two-bit DMSK demodulator performance. 

From the Appendix, BER for the Gaussian-filtered two-bit demodulator is 

l r E
B 2vnS2 (0) /       _£a 2J/E.452 (T)\ 

Pe    =    —    5 + e   »oMr4e10)   2 + e   "»M^^'M 

(2.26) 
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+ MVra*W£55?W,+*m) 

\9 Vf!^<°>+Wf$l5o(r) 

£B 2V/2TT £B 2^27: 

7vo^Br2SG(r)'V^o^r5c(0) 

^WOT2^ (2.27) 

As before, performance of the Gaussian-filtered demodulator is a function of filter bandwidth. 
The optimal value of BT varies with desired BER. Figure 2-10 shows curves of Pe versus EB/NQ 

for several values of BT. The figure also includes a curve plotted using the optimal value of BT at 
each power level. Table 2-4 lists some of the points on the optimized curve in Figure 2-10. 
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Figure 2-10.    Gaussian-filtered two-bit DMSK demodulator performance. 

An actual demodulator will operate with fixed BT, which will be suboptimal for most operating 
points. For desired BER in the range 0.1 to 0.006, BT = 0.8 produces results very close to the 
optimum. 
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TABLE 2-4. 

Gaussian-Filtered Two-Bit DMSK Demodulator Optimal BT 

BER Optimal BT Required £B/A"0 (dB) 

10"1 0.69 2.81 
io-2 0.86 7.42 
10"3 1.00 10.01 
IO-4 1.09 11.81 
10"5 1.16 13.18 

2.7     Comparison of DMSK Demodulators 

Figure 2-11 shows BER performance for all four DMSK demodulators that have been consid- 

ered here, as a function of EB/NQ. For Gaussian-filtered demodulators, the optimal filter bandwidth 
was used at each SNR. 

cc 
LU 
CO 

10 

10" 

10' 

10' 

io"4 

10 

MATCHED FILTER, 1 BIT 
2 BIT 

_    GAUSSIAN FILTER, 1 BIT 
2 BIT 

2 4 6 8 10 12 14 

Ee/NofdB) 

Figure 2-11.    DMSK demodulator performance, matched and optimized Gaussian Bi- 
ters. 

Gaussian detection filters provide superior performance to matched filters for either demodu- 

lator structure. For BER = 0.01, using matched filters costs Rsl.5 dB of SNR. The cost increases 

rapidly at lower BERs. It is interesting to note that the two-bit demodulator performs better 
than the one-bit when both are equipped with Gaussian detection filters, but with matched filters 
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performance of the two-bit demodulator is worse than that of the one-bit for BER <0.001. As 
EB/NO grows, BER curves for one- and two-bit Gaussian demodulators grow closer together and 
may also cross at some high value of EB/NQ. The region in which the matched-filtered two-bit 
demodulator performs better than its one-bit counterpart may be extended by using a nonzero 
detection threshold, as suggested in [2]. 

Figure 2-12 shows the optimal values of BT used for one- and two-bit Gaussian demodulators 
in Figure 2-11. As expected, filter bandwidth declines as channel noise power increases. Optimal 
BT values for the two demodulator structures are very close at all BER values considered. From 
Figures 2-7 and 2-10, it can be observed that both demodulator structures are fairly robust to BT 
values in the general vicinity of the optimum. Overly narrow filter bandwidths at high SNRs cause 
the greatest degradation. In this instance, the one-bit demodulator is slightly more robust than 
the two-bit. 
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Figure 2-12.    Optimized BT for Gaussian-Ghered DMSK demodulators. 
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3.   DPSK CROSS SUPPORT 

3.1     DPSK Matched-Filtered Demodulators 

Using complex notation, the standard PSK signal can be modeled as 

e(t) = Re{(uP(t) + z(t)y{^t+e)} (3.1) 

where up(t) is the equivalent PSK baseband signal.  Other variables are as defined in Section 2.1 
for the MSK signal. The DPSK baseband equivalent signal with data rate \/T bits/sec is given by 

uP(t) = V2PY,dkp((t-kT)/T) (3.2) 
A: 

where p(x) is a rectangular baseband pulse of duration one centered at the origin: 

f  1    -1/2 < x < 1/2 
[  0    elsewhere. 

The best known noncoherent demodulator for this signal in a nonstressed environment is the 
delay and multiply with a DPSK matched filter, as shown in Figure 3-1 [10]; Figure 3-l(a) is 
an IF version of the demodulator, and Figure 3-1 (b) is an equivalent baseband version. In the IF 
demodulator, the received signal passes through a bandpass matched filter with equivalent baseband 
impulse response p(t/T). The filtered signal is multiplied by a delayed, conjugated version of itself, 
and the real part of the resulting product is hard-limited to provide estimates of the differentially 
coded data stream, d^d^-i- The delay and multiply function translates the signal to baseband and 
removes unknown phase. 

Theoretical BER for an ideal DPSK matched-filter demodulator in AWGN with spectrum 
density No/2 is known to be [10] 

Pe = ^e~E^N° (3.4) 

where EB = PT is the energy per channel bit. 

There are several important differences between Equations (3.2) and (2.2) that affect demodu- 
lator structure and performance: MSK has a half-cosine pulse shape versus a rectangular pulse for 
PSK; data are modulated onto both the in-phase and quadrature components of the MSK carrier, 
and each even- (odd-) numbered MSK pulse overlaps in time with the preceding and following odd- 
(even-) numbered pulses on the quadrature (in-phase) carrier component. 
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Figure 3-1.    DPSK delay and multiply demodulator. 

3.2     DPSK Cross Support Demodulators 

It is desired to use a DMSK demodulator to receive DPSK signals. Comparing Figure 3-1 with 
Figures 2-1 and 2-2, it is evident that the baseband DPSK demodulator comprises a subset of the 
two-bit DMSK demodulator. Alternatively, it can be observed that the PSK equivalent baseband 
signal [Equation (3.2)] resembles the in-phase component of the equivalent baseband MSK signal 
[Equation (2.2)]. Because symbols on the in-phase and quadrature channels are multiplied together 
in the one-bit DMSK demodulator, it is not suitable for cross support of DPSK signals, which do 
not have a quadrature channel. However, the two-bit DMSK demodulator effectively demodulates 
each channel independently and may be used to receive DPSK signals with one-half the data rate 
of the intended DMSK signal. 

The DPSK signal of interest is given by Equation (3.1) with up(t) replaced by the equivalent 
baseband signal 

20 



/__ (t-2kT\ 
uc = V2PY.dkP{-^f^) (3.5) 

where 1/T is the DMSK data rate. This signal has data rate 1/2T. The symbol pulse, p(t/2T). 
is as defined in Equation (3.3) except for the new factor of 1/2 in the argument and a duration of 
2T sec. Defined this way, the DPSK signal is identical in form to the in-phase component of the 
DMSK signal, except for the symbol pulse shape. 

DMSK receivers that have been configured for cross support of DPSK signals are illustrated 
in Figure 3-2. The IF demodulator is configured by reducing the sampling rate at the multiplier 
output by a factor of two. Samples that correspond to the DMSK in-phase channel are taken, and 
samples that correspond to the DMSK quadrature channel are ignored. An alternative view of 
reconfiguration is shown for the baseband demodulator structure, in which the lower (quadrature) 
signal path has been disconnected from the decision circuit. In effect, the two-bit DMSK demod- 
ulator is now acting as a "one-bit" delay and multiply demodulator for a DPSK signal with bit 
period twice that of the original DMSK signal. 
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•«M,-i 
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DELAY <2n+1>T ssS-LI}^ 

HARD 
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(b) BASEBAND DEMODULATOR 

Figure 3-2.    Two-bit DMSK demodulator configured for DPSK cross support. 

Because detection filters are chosen to provide good performance with MSK signals, cross sup- 
port provides suboptimal DPSK reception. In order to assess the reduction in DPSK performance 
with cross support, it is necessary to find the resulting BER for each DMSK detection filter. 
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3.3     Matched Filters 

Given a cross support demodulator with the matched filters of Equation (2.5), the filtered PSK 
signal pulse will be 

cM(t) = y_ 

which is easily evaluated to be 

CM(t) = 

cos ( ^ I P ( ~zzr ) dr. 7T)r\ 2T 
(3.6) 

2£(l + cosff)    -2T<t<2T 

0 elsewhere. 
(3.7) 

The filtered pulse is a raised cosine with maximum amplitude AT/n at t = 0 and duration AT. 
Because symbols are transmitted 2T sec apart, there is no ISI in the filtered signal. Figure 3-3 
shows the matched-filtered PSK pulse normalized by AT/it. 
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Figure 3-3.    PSK cross support matched-filtered symbol pulse. 

The filtered noise autocorrelation function is given by Equation (2.11), with noise power a2 = 
NQT. The noise autocorrelation is zero for samples spaced 2T sec or farther apart. 

3.4    Gaussian Filters 

The filtered PSK pulse in a Gaussian-filtered demodulator is 
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*w-¥£--*^'(^)*- (3.8) 

This integral can be expressed in terms of the Gaussian error function as 

Cc(t) = ^erf \kxBT{\ + t/T)} + ±erf [k.BTil - t/T)\. (3.9) 

The Gaussian-filtered PSK symbol pulse is graphed in Figure 3-4.   This pulse is nonzero on an 
infinitely wide region, but falls off rapidly. 
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Figure 3-4.    PSK Gaussian-Rhered symbol pulse. 

The Gaussian-filtered noise autocorrelation function is given by Equation (2.18). For BT 
> 0.4, noise autocorrelation of samples taken 2T sec apart is < 0.1Q2Rc(0) and can be ignored 
when calculating demodulator BER performance. 

3.5     Cross Support Performance 

The DPSK cross support equivalent baseband filtered signal is 

v(t) = y/2PY,dkC(t - 2kT) + n(t). 
k 

(3.10) 

Demodulators equipped with MSK matched filters do not produce ISI in the filtered signal. 
Input signals to the multiplier at time t = 2kT are 
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/—    4T 
v{2kT) = V2Pdk— + nM(2kT) (3.11) 

7T 

and the complex conjugate of 

i—        4T 
v(2(k - 1)T) = y/2Pdk-i— + nM(2(k - 1)T). (3.12) 

7T 

This signal pair, with no ISI and uncorrelated noise, resembles ordinary DPSK reception with signal 
amplitude \/2P4T/TT and noise power NQT. Keeping in mind that energy per channel bit is 2TF, 
the BER for this demodulator is 

1    _££.   8 
Pe = -e   No^ (3.13) 

for a performance loss of 8/7r2 = 0.912 dB relative to the delay and multiply demodulator with a 
DPSK matched filter. 

When deriving BER for a DPSK cross support demodulator with a Gaussian filter, it is nec- 
essary to include ISI from adjacent symbols, even though they are spaced 2T sec apart. Partly, 
this results from heavier tails on the Gaussian-filtered PSK pulse compared to the filtered MSK 
pulse. Mostly, it is important to include ISI because otherwise the derived cross support BER 
expression results in a low value of the optimal BT, at which ISI does have a noticeable impact on 
demodulator performance. With the effects of ISI included in the BER expression, the optimal BT 
is large enough to ignore noise correlation for r > 2T sec. 

At time t — 2kT, equivalent baseband signals entering the multiplier of the Gaussian-filtered 
demodulator are 

v(2kT) = V2P[dkCG(0) + (4-1 + dk+1)CG(2T)} + nG(2kT) (3.14) 

and the complex conjugate of 

v(2(k - 1)T) = V2P [dk^CG(0) + (4-2 + dk)CG(2T)} + nG(2(k - 1)T).        (3.15) 

The resulting decision variable at the multiplier output is 

v(2kT)v*{2(k - l)T) = 2P [dkdk^CG{0) 

+ C^(2T)(dfc-! + dfc+1)(4-2 + dk) 

+ CG(0)CG(2T) [4(4-2 + dk) + 4-i(4-i + 4+i)]} 

+ noise. (3.16) 

This decision variable is entirely real. Figure 3-5 illustrates the decision variable constellation. 
The probability of each constellation point occurring is listed in Table 3-1, assuming that data are 
independent and take on values ±1 with equal probability. 

24 



-CG<0) + 2CG(0)CG(2T) 

(0)      \ 

/ 

-c|(c 

-CG(0) + 4CG(0)CG(2T)-4CG(2T) 

IMAGINARY AXIS 

CG(0) + 4CG(0)CG(2T) + 4CG(2T) 

C|(0) \ -©—© ©- 
/ 

CG(0) + 2CG(0)CG(2T) 

REAL AXIS 

Figure 3-5.    DPSK cross support constellation. 

TABLE 3-1. 

DPSK Cross Support Constellation Probabilities 

Correct 
Decision 

Constellation 

Point Data Values Probability 

dk - dk-\: 

dk / dk-\: 

1 

2 

3 

3 

4 

5 

6 

6 

dk-2 + dk = dk-i + dk+i = 0 

dk-2 + dk — dk-i + djt-n = ±2 

dk-2 +dk=0, dk-i + dk+i = ±2 

dk-2 + dk = ±2, dk-i + dfc+i = 0 

dk-2 + dk = dk-i + dk+i = 0 

dk-2 + dk — -{dk-i + dk+i) = ±2 

dk-2 + dk = 0, dk-i + dk+i - ±2 

dk-2 + dk = ±2, dk-i + dk+\ = 0 

1/8 
1/8 
1/8 
1/8 
1/8 
1/8 
1/8 
1/8 

Error probability is found in the Appendix for each constellation point; averaging error prob- 

ability over constellation points produces the BER expression 

Pe      = 
1 

+ e     N0       kx2BT 
EB   v/2^4C^(2T) 

1 + e   No      *i2BT     cosh 
EB V2TT 4CG(0)CG(2T) 

No k^BT 
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+ 

-   oQ 

+  oQ 

No kx2BT 
CG(2T), W-f 

£B   2\/27r 
N0 fci2BT 

(CG(0) + CG(2T)) 

f^<c°<°»+c^')'/IS^^ 
lw,k^BfCG{2nii t^(CG(0)-CG(2T))] 
'£B    2V27T 

JV0 fci2£T 
(CG(0) CG(2T))I v If hm CG(2T) (3.17) 

where the ratio of detection filter bandwidth to data rate is 2BT. 

Cross support performance is a function of detection filter bandwidth. Optimal BT can be 
found at each BER by searching over BT values to find that which requires the smallest EB/NQ 

to achieve the target BER. Optimal values of BT are listed in Table 3-2 for different BERs, along 
with the value of EB/NQ required to reach each BER with optimized BT. Required EB/NQ with a 
DPSK matched-filter demodulator is also listed in the Table, for purposes of comparison. 

TABLE 3-2. 

DPSK Cross Support Optimal BT 

BER DPSK Cross Support DPSK Matched Filter 

Optimal BT Required EB/N0 (dB) Required EB/N0 (dB) 

10"1 0.41 2.70 2.07 

HT2 0.44 6.68 5.92 

10"3 0.46 8.77 7.93 

1(T4 0.47 10.20 9.30 

10~5 0.48 11.28 10.34 

Optimal values of BT are in the range 0.4 to 0.5 for all BERs considered, significantly lower 
than optimal BT for DMSK reception. Figure 3-6 shows DPSK cross support BER performance 
for different detection filters: Gaussian filters with BT optimized for DPSK cross support; with BT 
optimized for DMSK; with BT = 0.5 and 0.8; and with DMSK matched filters. BER results for a 
delay and multiply DPSK matched-filtered demodulator are also shown. 

It is clear from the figure that choosing a detection filter for a DMSK demodulator that will 
provide cross support requires some thought. Cross support degradation using BT optimized for 
DPSK is less than 0.8 dB; however, DMSK performance will be degraded by 8.6 dB (BER = 0.01) 
at this bandwidth.  Increasing BT only slightly, to 0.5, DPSK degradation is 0.9 dB and DMSK 
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Figure 3-6.    DPSK cross support performance. 

degradation is 4.1 dB. Using BT optimized for DMSK results in 2.6 dB of cross support degradation, 
when BER = 0.01. 

Cross support performance of optimized Gaussian-filtered demodulators, Gaussian-filtered de- 
modulators with BT = 0.5, and DMSK matched-filtered demodulators is nearly indistinguishable 
in Figure 3-6. Their performance with DMSK signals is not so close. As noted above, DMSK 
performance with BT optimized for cross support is 4.5 dB worse than performance with BT = 
0.5 at BER = 0.01. DMSK matched-filtered performance with a DMSK signal is degraded 1.7 dB. 
This suggests that if demodulator design is driven by DPSK cross support performance, a DMSK 
matched filter may be the best design choice. (DPSK matched filters are not suitable for DMSK 
demodulation.) 

Observe that using a near-optimal value (for DMSK) of BT = 0.8, degradation for DPSK cross 
support is ^2.3 dB, although using optimal (for DMSK) BT produces 2.6 dB of degradation. In this 
region, cross support performance is more sensitive to the value of BT than DMSK performance. 
Variable detection filter bandwidth in the Gaussian-filtered DMSK demodulator allows the designer 
to trade-off performance in the two modes of operation. BT can be set somewhere between the 
optimal values for DMSK and DPSK cross support, with the goal of providing good demodulator 
performance for both signals. The appropriate BT value depends on many factors, including 
performance requirements, constraints, and power costs for each transmitter/receiver pair. One 
possible scenario is that performance requirements, power costs, and duty cycles (not data volume) 
are identical for the two channels.  Since the DPSK data rate is half that on the DMSK channel. 
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average signal power is proportional to 

V No ) OMSK      2 V NQ ) DPSK 
(3.18) 

Optimal BT values are found as before, now minimizing Equation (3.18) for each BER. Results 
are tabulated in Table 3-3 and plotted in Figures 3-7 and 3-8. Figure 3-7 compares the jointly 
optimized BT product with optimal BTs for DMSK and DPSK cross support. This figure suggests 
that DMSK dominates the optimization process, producing BT values near the optimum for DMSK 
at most BERs. Figure 3-8 compares BER performance using jointly optimized BT with BER 
performance of receivers optimized for one signal. Comparing Figures 3-6 and 3-8, DPSK cross 
support with BER = 0.01 has improved 0.5 dB, relative to the demodulator optimized for DMSK, 
while DMSK performance has degraded 0.13 dB. With respect to a DPSK demodulator, cross 
support degradation is now 2.1 dB. 
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Figure 3-7.    Jointly optimized BT for DMSK and DPSK cross support. 

For different optimization cost functions, other values of BT may be chosen which produce 
comparable DMSK and DPSK degradation (relative to optimized DPSK cross support). However, 
Figures 3-6 and 2-10 show that reducing BT from the optimal value for DMSK by any significant 
quantity, results in DMSK performance degradation greater than the DPSK cross support per- 
formance degradation that results when BT is increased from the optimal value for DPSK cross 
support by the same amount. In short, ISI in the DMSK signal resulting from a too-narrow filter 
bandwidth is more deleterious than increased noise power in the DPSK signal from a too-wide filter 
bandwidth. 
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Figure 3-8.    DMSK and DPSK  Gaussian-filtered demodulator performance  with 
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TABLE 3-3. 

Joint DMSK and DPSK Cross Support Optimal BT 

DMSK DPSK Cross Support 

BER Optimal BT Required EB/N0 (dB) Required EB/N0 (dB) 

IO-1 
0.59 2.92 3.29 

io-2 0.75 7.55 7.98 

10~3 0.86 10.15 10.58 

10"4 0.93 11.98 12.27 

IO"5 0.96 13.37 13.45 
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4.   CONCLUSIONS 

This report summarizes the performance of DMSK demodulators for reception of either DMSK 

or DPSK signals based on analytical results for BER. Two DMSK structures were compared, the 
one- and the two-bit demodulators. Two types of detection filters were also considered, DMSK 

matched and narrowband (or lowpass) Gaussian filters. The importance of Gaussian filter band- 

width as a design variable was examined. Demodulator and filter types were explored in terms 

of performance with DMSK signals and suitability for receiving DPSK signals. Where applicable, 

demodulator performance when receiving DPSK signals was investigated. 

The two-bit demodulator with Gaussian detection filter was found to be the most efficient 
DMSK demodulator of those considered. Filter bandwidth depends on the desired channel BER. 
For a wide range of BERs, 0.1 to 0.006, choosing BT = 0.8 results in nearly optimal performance. 
As BER declines, the optimal bandwidth will increase, reaching 1.16 for BER = 10-5. 

The DMSK two-bit demodulator can also be used for DPSK cross support at no cost in DMSK 
performance. The supported DPSK data rate is one-half that of the DMSK signal the demodulator 

was designed to receive. The one-bit DMSK demodulator was shown to be unsuitable for cross 
support. 

Performance of DPSK cross support by a DMSK demodulator depends on the detection filter 

used. If the demodulator detection filter is chosen to optimize DMSK performance (under the 

constraint that it must be a matched or Gaussian filter), DPSK cross support performance at BER 

= 0.01 will degrade »2.6 dB relative to a delay and multiply DPSK demodulator with a DPSK 
matched filter, and larger penalties will be incurred as BER declines. If the detection filter is 
chosen to optimize DPSK cross support performance (under the same constraints), then BT = 
0.44 and cross support degradation will be less than 0.8 dB; however, DMSK performance will 

degrade 8.6 dB. Even a small backoff of BT from the optimal cross support value will drastically 
reduce DMSK degradation; for BT = 0.5, DMSK degradation is 4.1 dB. DMSK matched filters 
provide cross support performance equivalent to Gaussian filters optimized for cross support, with 
a reduced penalty in DMSK performance: 1.7 dB relative to optimized Gaussian filter performance. 

For systems whose design is driven by cross support requirements, matched filters are probably the 

best choice. 

The possibility of using a detection filter bandwidth between the optimal values for DMSK 

and DPSK cross support was also investigated. The criterion used was to minimize transmitter 

power, assuming that both waveforms have equal duty cycles and performance requirements. The 
resulting jointly optimized transmitter power requirements are close to those of optimal DMSK, 
however DPSK cross support performance is degraded ^2.1 dB versus 2.6 dB with optimal DMSK 
performance. Jointly optimized BT values are fairly close to BT optimized for DMSK. Since DMSK 

requires greater transmitter power to reach a specified performance level, it is not surprising that 
DMSK BER dominated the optimization process. It is likely that most reasonable choices for 
weights in the optimization function will have similar results, dominated by DMSK performance 

requirements. 
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APPENDIX    A 
DMSK DEMODULATOR PERFORMANCE 

A.l     Introduction 

In this Appendix BER expressions are derived for the different DMSK receivers with DMSK 
and DPSK signals. BER derivations are based on the results of Stein [8,9] for differential detection 
of general binary PSK signals. Results differ for each demodulator as a result of differing constel- 
lations, filtered pulse shapes, and noise correlation. General principles are outlined in the next 
section, and particular results for each demodulator follow. 

A.2     General Formulation 

In deriving BER expressions for DMSK demodulators, the following assumptions are made: 

1. Interference is AWGN, with PSD Ay2; 

2. Channel bits are mutually independent, and take on value ±1 with equal prob- 
ability; 

3. Gaussian filters are ideal (unrealizable); 

4. ISI results only from immediately adjacent symbols; and 

5. Filtered noise autocorrelation R(T) %0 for r > 2T. 

In the Gaussian-filtered case, assumptions 4 and 5 depend on filter bandwidth; however, filters that 
provide good quality reception are consistent with these assumptions. 

In order to use [8,9], equivalent baseband-filtered signals are written in polar form. The two 
filtered signals, the product of which is the basis for a decision at time t = kT, are expressed as 

v(kT) = Akdke
i0k + n(kT) (A.l) 

and 

v{lT) = AidteJ9'+ n(lT) (A.2) 

where / = k — 1 or k — 2 for the one- and two-bit demodulators, respectively. Equations (A.l) 
and (A.2) describe symbol samples at the ideal sampling instant, when both symbols are at their 
maximum amplitudes. Phase angles, 6, reflect displacement of the samples from their ideal locations 
on the real axis due to ISI and are limited to -n/2 < 9 < n/2. 

Assumption 4 allows the polar form signal parameters of Equation (A.l) to be written as 
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Ak = V2P (s2(0) + S2(r)(4-i + 4+i)2)1/2 (A-3) 

and 

^ = -arCtan( 45(0) j (A-4) 

where arctan(') is the principal value of the inverse tangent, in the range — n/2 < 6 < TT/2. 

With 2 = k — 1, the polar form parameters of the delayed signals in the one-bit demodulator 
are (absorbing j into the expression) 

Afc_! = V2P (S2(0) + (4-2 + dk)
2S2(T))l/2 (A.5) 

f(dk-2 + dk)S(T)\ .... 
*-'= arctan[     4-^(0)     J" (A6) 

With I — k — 2, polar form parameters for the delayed signal in the two-bit demodulator are 

Ak-2 = \/2P (s2(0) + (4-3 + 4-i)252(T))V2 (A.7) 

0fc_2 = - arctan { —— j . (A.8) 

Noise samples in Equations (A.l) and (A.2) have autocorrelation 

R(kT~lT) = cr2(pc+jps). (A.9) 

Using matched filters, noise power is 

a2 = N0T (A.10) 

and covariance in the one-bit demodulator is 

Pc    =    0 

Ps      =      -1/7T (A.ll) 

which includes the effects of the factor j in the delay branch.   Noise covariance in the matched- 
filtered two-bit demodulator is 

pc   =   0 (A.12) 

ps   =   0. (A.13) 

With a Gaussian detection filter, the parameters of Equation (A.9) are, for both receivers: 
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o   — —-f=^ (A.14) 

where k\ is the Gaussian filter bandwidth normalizing coefficient defined in Section 2.3 (k\  = 

•K/\J2 log(2)). For the one-bit demodulator: 

Pc    =    0 

ps    =     _e-(*iBT)»/2 (A15) 

and for the two-bit demodulator: 

pc    =    e~2^BT]2*0 

ps    =    0. (A.16) 

Detector output is the sign of Re {v(kT)v*(lT)}. When d^ = d[, the probability of error is the 

probability that 

Re{v{kT)v*(lT)} < 0. (A.17) 

In the most general case, with Ak ^ At, 6k ^ #/, and nonzero noise covariance, the probability of 
error for dk = di is [8,9] 

P,= l + A (l - Q( A v/S)) + ~-Q{V~a, Vb) (A.18) 2     V       -v     ' «   v 2 

where Q(-, •) is Marcum's Q-function, and the BER parameters are 

,4 -7=5 (AJ9) 

a 1 

6 4a2(l-p2) 
(A2

k + Af + 2PaAkAi sin(0, - 6k) 

|        U^/l-p^Miccs^-^))- (A.20) 

It is easy to verify that right half-plane constellation points, which are symmetric across the real 
axis, produce the same BER. This is the justification for lumping such points together in the two-bit 

demodulator constellation of Figure 2-8. 

When the signal constellation is symmetric about the imaginary axis, conditional BER for 

the cases dk = d\ and dk ^ di are identical; only right half-plane constellation points need to be 

considered in finding the BER. When the constellation is not symmetric, conditional BER due to 

left half-plane constellation points must be found separately. 

In order to use Equations (A.17) through (A.20) to find the conditional error probabilities 
associated with constellation points in the left half-plane, the problem will be transformed into 
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one for which Equation (A. 17) is the error condition. When dk ^ d\ the probability of error is the 
probability that the real part of v(kT)v*(lT) is greater than zero. Multiplying all terms in the error 
condition by —1 produces an error condition similar to Equation (A.17). The minus sign on the 
left side of this condition can be absorbed into the value of the delayed sample, which is redefined 
to be 

v{lT) = {-dt)Aieje' + h(lT) (A.21) 

where 

h(lT) = -n(lT), (A.22) 

and the error condition is now 

Re{v(kT)v'(lT)} >0. (A.23) 

This is a binary DPSK system with dk = (—d;); Ak, At, 6k, #/, and a1 are defined as before, and 
noise covariance 

h    =    ~Pc (A.24) 

Ps    =    -Ps- (A.25) 

In terms of the original signal parameters, the conditional BER for dk ^ d\ is given by Equation 
(A.18) with 

A   =    -^= (A.26) 

{l}   =   Aa*{l- pi) fo + A'~ 2p'AkAl ^ ' h) 

I ~ J 2^1 - p\AkAx cos(0, - 6k)J . (A.27) 

For each receiver, signal amplitudes and angles will vary from sample to sample due to ISI. 
The BER must be found for each possible ISI pattern, then averaged over ISI using assumption 2. 
Assumption 4 serves to limit the number of ISI patterns that must be considered. 

A.3     The Gaussian-Filtered One-Bit Demodulator 

The Gaussian-filtered one-bit demodulator has a symmetric constellation, so that the average 
BER is equal to the BER for the case dk = dk-\. Constellation probabilities in the average are 
modified to reflect the fact that they are conditional on dk = dk-\- 
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Filtered noise correlation is given by Equations (A.14) and (A.15). For these values Equation 
(A.19) becomes A = 0. Using the noise correlation with Equations (A.3) through (A.6), and 
defining EB — PT, BER parameters for the three right half-plane constellation points are: 

Point 1: dk-2 + dk = dk-\ + dk+i = 0 with probability 1/4 

Ak =   Ak-! =    V2PSG(0) (A.28) 

6k =    0*-i =    0. (A.29) 

Equation (A.23) simplifies to 

fa,  \ = EB_V^( Sc{0)  f-  1  SciO) \2 

\ fei   J       N0 2kxBT \^i_e-(k,BTT-/2 \ + f yJl + e~(kiBT)V2)   • v   •    ' 

Point 2: dk_2 + dk = dk-\ + dk+i = ±2 with probability 1/4 

Ak=     Afe_x=     sflP [S2
G(0) + 4S2

G(T)f/2 (A.31) 

6k=    -9k-!=    -arctan(25G(r)/SG(0)) (A.32) 

and a2 and 62 become 

o2 1      £B   V^   / 5C(0) + 2SG(T)  \ - 1   SG(0) - 2SG(T) \2 

b2   J N0 2k1BT \v/l_e-(fc1BT)2/2  1+   J   y/i+e-ikiBTp/2 
. (A.33) 

Point 3: <4_2 + dk ^ <4-i + dk+i with probability 1/2. Without loss of generality 
assume that dk-2 + dk = 0 and dk-\ + dk+\ = ±2, for which 

Ak    =    V2P [5G(0) + 45G(T)]1/2 (A.34) 

Ak-!    =    V2PSG(0) (A.35) 

ek    =    - arctan( 2SG(T)/SG(0)) (A.36) 

0k-!    =   0. (A.37) 

BER parameters can be simplified to 

03 If a,  }+lf «2lf       1 £B 2y^       5C(D» 

Averaging over these three cases gives the BER expression of Equation (2.23). 
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A.4     The Matched-Filtered One-Bit Demodulator 

BER for the matched-filtered one-bit demodulator is found exactly as for the Gaussian-filtered. 
Here noise correlation is given by Equations (A. 10) and (A. 11), and symbol samples are 5A/(0) = T 
and SM(T) = T/n. Conditional BER expressions can be found from the Gaussian-filtered case by 
replacing SG(-) with Sjtf(-), NQkiB/\/2n with N0T, and - exp(-(A:iBr)2/2) with -1/TT. Defining 
c = 7r2/(7T2 - l) =sl.H27, expressions can be simplified to the forms listed here: 

Point 1: dk-2 + dk = dk-i + dk+\ = 0 with probability 1/4 

01 = t'l1-^) (A'39) 

<" = wA1 + 7i)- (A"40) 

Point 2: dk-2 + dk = dfc-i + <4+i = ±2 with probability 1/4 

Point 3: dk-2 + dk ^ dk-\ + djt+i with probability 1/2 

a3   =    fo(l-^) (A.43) 

fK1 + ^) (A'44) Eg 
Wo 

which is identical to Point 1. 

Averaging over these three cases gives the BER expression of Equation (2.22). 

A.5    The Gaussian-Filtered Two-Bit Demodulator 

The Gaussian-filtered two-bit demodulator constellation is asymmetric about the imaginary 
axis, and the cases dk = dk-2 and dk ^ dk-2 must both be considered when deriving the BER. 

Filtered noise autocorrelation is given by Equations (A.14) and (A.16). With the two symbol 
delay, noise correlation between multiplier input signals is very small and is assumed to be zero. 
Using pc = 0, Equation (A. 19) becomes A = 0. 

For dk = dk-2'. 
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Point 1: dk-3 + dk~\ = dk-\ + dk+i = 0 with probability 1/8 

Ak=   Afc_2=    V2PSG(0) (A.45) 

0k=    &k-2=    0. (A.46) 

With equal input signals and uncorrelated noise, this case simplifies to that of 
DPSK with signal to noise ratio A2

k/2a2 [8,9]. Using EB/N0 = PT 

1           ER   V^S^(O) 

BER(\) = -e   "o     >XBT (A.47) 

dfc_i + dk+\ — ±2 with probability 1/8 

Ak=   Afc_2 =    V2P 5G(0) + 45G(D 
1/2 

(A.48) 

ek=    0k-2=    - arctan( 2SG(T)/SG(0)). (A.49) 

Input signals are equal, but with a slightly greater amplitude than the previous 
case. BER for this case reduces to 

BER(2) = le~* *(^<°)+44<T>). {A50) 

Point 3: dk^s + dk-\ ^ dk-\ + dk+i with probability 1/4.   Without loss of generality 
assume that dk-3 + d/t-i = 0, and dk_i + dk+i = ±2, for which 

Ak    =    V2P [SG(0) + 45G(T)]1/2 (A.51) 

Ak.2    =    V2PSG(0) (A.5'2) 

6k    =   ± arctan( 2SG{T)/SG(0)) (A.53) 

0fc_2    =    0. (A.54) 

The parameters a and b simplify to 

fl3    =    Ei.^L2SG(T) (A.55) 

h    =    ^^(
25

G(0) + 25G(T)). (A.56) 

dk ^ dk-2
: Here BER parameters are found from Equation (A.27). Most of the left half- 

plane points produce BER results identical to those of a previously considered right half-plane 
constellation point. 

Point 4: dk_3 + djt_i = d/t-i + <4+i = 0 with probability 1/8.  Signal parameters and 
BER are identical to point 1. 
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Point 5: dk-z + dfc-i = dfc_i + dk+\ = ±2 with probability 1/8. Signal parameters are 

Ak =    Ak_2=    V2P [s£(0) + 45£(r)]1/2 (A.57) 

9k =    -0*-2 =    ±arctan(25G(r)/SG(0)). (A.58) 

Using these relations in Equation (A.20), it becomes 

•EB   v/27r n   2 
65   "   ^^BT25=(0»- ' (A-6°» 

Point 6: dk-s H-dfc-i 7^ dfc-i + dfc+i with probability 1/4. This point produces the same 
conditional BER as point 3. 

Averaging over these six cases gives the BER expression Equation (2.27). 

A.6    The Matched-Filtered Two-Bit Demodulator 

An expression for BER in the matched-filtered two-bit demodulator is found as for the Gaussian- 
filtered. Noise power is given by Equation (A.10). As was assumed for the Gaussian-filtered signal, 
noise covariance between samples taken 2T sec apart is zero. Symbol samples are now 5A/(0) = T 
and SM (T) = T/ir. Conditional BER expressions can be found from those for the Gaussian-filtered 
case by replacing SG(-) with SM(-), and Nok\B/\/2n with NQT. After simplification, results are: 

Point 1: dfc_3 + dk-\ = dk-\ + dfc+i = 0 with probability 1/8 

BER{\) = le-
EB/No. {AM) 

Point 2: dk-3 + dk-\ = djt-i + dk+\ = ±2 with probability 1/8 

BER(2) = \e~^ (1+^). (A.62) 

Point 3: dfc_3 -I- dk_\ j£ d^-i + dk+\ with probability 1/4 

N0 tf 
a3   =    ^^ (A.63) 

EB 

No 

Point 4: dk-z + dk-\ = dk-\ + dk+i = 0 with probability 1/8. Identical to point 1 

w0{
2^)- (A-64) 
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Point 5: dks + <4-i — dk_\ + dk+i = ±2 with probability 1/8. 

EB8 

N0   7T 
Qs    =    TT Z2 (A.65) 

b5   =    ^2. (A.66) 

Point 6: d^-3 + djt-i ± dk-\ + dk+\ with probability 1/4.   Results for this point are 
identical to point 3. 

Averaging over these six cases gives the BER expression of Equation (2.26). 

A.7    DPSK Cross Support Performance with Gaussian Filters 

For DPSK cross support by a Gaussian-filtered two-bit demodulator, filtered noise power is 
given by Equation (A.14), and noise autocorrelation between adjacent symbols is assumed to be 
zero. Using p = 0 in Equation (A. 19) gives A = 0. Using polar notation, the equivalent baseband 
symbols affecting a decision, sampled at the instant of peak amplitude, are 

Ak    =    v/2P(CG(0) + Cc(2T)(4-1 + dk+1)/dk) 

6k   =   0 (A.67) 

and 

Afc_]    =    v/2F(CG(0) + CG(2T)(4-2 + 4)/4-i) 

0fc_i    =   0. (A.68) 

Cross support is a special case of the general PSK problem solved by Equations (A. 18) through 
(A.20), with purely real signal components and zero noise covariance. For this case, Equation 
(A.20) reduces to 

When finding the conditional probabilities of error for dk = dfc_i there are three constellation 
points on the right half-plane of Figure 3-5 that must be considered: 

Point 1  : dk2 + dk — dk-\ + dk+i = 0 with probability 1/8 

Ak = A-i = v/2PCG(0). (A.70) 

This is the case of ordinary DPSK with SNR equal to A\J1CJ
2

 . Using EB/N0 = 
2PT conditional BER is 
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1 EB   v^C^(O) 
BER(1) = -e   "o    XIIBT  , (A-71) 

Point 2 : dfc_2 + dk = <4_i + <4+i = ±2 with probability 1/8 

Ak = Ak_, = \/2P(CG + 2CG(2T)) (A.72) 

and, similarly to the previous case 

BER(2) = \e-% ^§r(CG(0)+2CG{2T^ (A ?3) 

Point 3 :  dfc_2 + dk ^ dk_i + d/t+i with probability 1/4.   Without loss of generality 
assume dk-2 + dk = ±2 and djt_i + dk+i = 0, then 

Ak    =    \/2PCG(0) (A.74) 

Afc_,    =    v^C^O) + 2CG(2T)) (A.75) 

and 

* - tSi<Co(0)+CG(2r))2' (AJ7) 

Because noise covariance is zero, Equation (A.69) is unchanged for this case. 

Point 4 : dk-2 + dk = dk-\ + dk+\ = 0 with probability 1/8.  This point reflects, and 
has the same BER, as point 1. 

Point 5 : dfc-2 + dk = dk-i + dk+i = ±2 with probability 1/8 

Ak   =   V2P(CG(0) - 2CG{2T)) (A.78) 

Ak_,   =   \/2P(CG(0)-2CG(2T)) (A.79) 

and 

BER(5) = Ie-% *@*W>-*C°W. (A.80) 

Point 6 :  d^_2 + dk £ <4_i + dk+\ with probability 1/4.   Without loss of generality, 
assume that dk_2 + dk = ±2 and dk-\ + dk+\ = 0. Then 

Ak   =   V2PCG(0) (A.81) 

Afc_!    =    v/2P(CG(0) - 2CG(2T)) (A.82) 
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and 

* = ft^l^> «A83» 
66 • t^(CG(0)-Cc(2r))2- (A(,4) 

Averaging over these six points results in the BER expression of Equation (3.17). 
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